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 
Abstract—A new design methodology for radiofrequency 
circuits is presented that includes electromagnetic (EM) 
simulation of the inductors into the optimization flow. This is 
achieved by previously generating the Pareto-optimal front 
(POF) of the inductors using EM simulation. Inductors are 
selected from the Pareto front and their S-parameter matrix is 
included in the circuit netlist that is simulated using an RF 
simulator. Generating the EM-simulated POF of inductors is 
computationally expensive, but once generated, it can be used for 
any circuit design. The methodology is illustrated both for a 
single-objective and a multi-objective optimization of a Low 
Noise Amplifier. 
 
Index Terms—Design methodologies, Pareto front generation, 
single-objective optimization, multi-objective optimization, radio 
frequency circuits, electromagnetic simulation. 
I. INTRODUCTION 
NE of the main challenges in the design of radio 
frequency (RF) integrated circuits (ICs) is the 
development of new design methodologies that help reducing 
the number of redesign iterations and, hence, the duration of 
the design cycles for this type of circuits. This lack of 
electronic design automation (EDA) tools is mainly due to the 
fact that, at high operating frequencies, electromagnetic (EM) 
simulation of passive components, such as inductors, has to be 
used for accurate characterization of circuit performances. 
Since EM simulation is computationally expensive, its use is 
prohibitive within iterative circuit synthesis procedures. This 
is the case, for instance, of Low Noise Amplifiers (LNAs) 
containing several inductors.  
The design of an RF circuit involves trading different 
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performances in order to achieve the required specifications. 
Usually, designers focus in sizing components to optimize one 
or two performances at most, while trading the other 
performances to meet the required specifications. 
Optimization-based approaches allow the exploration of the 
design space to find one optimal design or the optimal trade-
offs between several performances. However, how these 
performances are evaluated becomes an important point to get 
an optimal design in the shortest time possible. Whereas some 
automated methodologies rely on an electrical simulator, such 
as HspiceRF or SpectreRF, others use analytical 
approximations of the circuit performances, trading accuracy 
for faster evaluation. How inductors are incorporated into this 
evaluation is an essential factor critically impacting efficiency 
and/or accuracy. 
Different approaches can be found in the literature 
reporting automated synthesis methodologies for RF circuits, 
e.g., LNAs, with different strategies regarding how inductors 
are included in the optimization flow. In some approaches 
inductors have been incorporated as ideal elements, 
considering only the inductance value. In some occasions, a 
parasitic resistance is included to account for the finite quality 
factor, whereas in other works parasitic extraction of the 
inductors and interconnects is done (in the form of 
capacitances, resistances and inductances) [1, 2]. A lumped-
element model (like the -model) is used in other approaches 
relating inductance and quality factor values with the inductor 
geometric parameters [3-6]. However, these models are not 
accurate enough, especially at high frequencies. Some 
approaches use foundry-provided inductor libraries [7-9], but 
they usually have a very limited number of inductor choices. 
Alternatively, some foundries provide surrogate models for 
the  or 2-model elements, which are generated using a 
reduced number of points for the large design space of 
inductors, limiting their accuracy.  
A common denominator of all of these approaches is that 
inductor geometries are determined during the optimization 
flow of the RF circuits. As accurate EM simulation is too 
computationally expensive to be included in the iterative 
circuit optimization loop, accuracy is sacrificed for speed in 
the analytical and surrogate models described above. 
Eventually, when detailed parasitic effects are considered, 
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e.g., by EM simulation, circuit performances are degraded, 
and long and costly redesign iterations are mandatory. We will 
denote these approaches as online design methodologies 
because the appropriate inductors for the RF circuit 
specifications are sized during the circuit level optimization, 
together with the rest of devices composing the RF circuit. 
A different online approach for linear RF amplifier 
synthesis has been reported in [10]. The costly transformer 
EM simulation is replaced by a machine learning approach 
that progressively increases the accuracy of a surrogate model 
of the inductor/transformer by adding the EM simulation 
results of promising inductors/transformers. The circuit 
optimization process intelligently decouples the design 
variables of inductors/transformers from the rest of the circuit. 
To minimize the number of EM simulations, the less 
expensive circuit optimization loop is embedded within the 
more expensive inductor/transformer optimization loop. In 
this way, the synthesis of an RF amplifier is accomplished in 
some tens of hours of CPU time, which is still manageable. 
However, the approach is limited to linear characteristics and 
has been designed for one single passive device (transformer), 
enabling in this way the outer transformer synthesis loop. On 
the other hand, since the outer design space exploration is 
based on a coarse surrogate model that is progressively 
refined with additional samples, there is a risk that the 
optimization process converges to a suboptimal region. This 
risk is certainly palliated by using prescreening approaches 
(not trivial in this embedded loop approach) but at the cost of 
additional EM simulations and therefore increased 
computation time. 
In this paper, a novel two-step design methodology for RF 
circuits is proposed. In the first step, sets of inductors with the 
best trade-offs among their performances, the so-called 
Pareto-optimal front (POF), are generated using iterative EM 
simulation within a multi-objective optimization algorithm 
[11]. This opens the path to a new RF design paradigm that 
mitigates the limitations of online design methodologies as 
optimization of accurate inductor performances is independent 
of the specific circuit type and circuit performance 
specifications. In the second stage, RF circuits are designed by 
exploiting the pre-generated POFs of inductors, where 
SpectreRF simulator is used for circuit evaluation of the RF 
performances and inductors are included as 2-port elements. 
The advantage of this methodology is that candidate inductors 
are selected from a population of solutions that are already 
optimized and evaluated with the high accuracy provided by 
EM simulators. The impact of the computational time penalty 
implicit in EM simulation is avoided since inductor POFs are 
independent of the circuit in which they will be used and its 
specifications and, therefore, it is just a one-time investment. 
We will denote this as an offline design methodology 
because the optimization at the inductor level does not use 
information from the optimization at the circuit level and 
therefore they are decoupled. 
Use of POFs for electronic circuit design is not new in the 
EDA literature [12]. Pioneering works in circuit-level POF 
generation were reported in [13] and, later on, their 
application for hierarchical synthesis either in the form of 
direct composition of lower level designs [14] or using 
analytical approximations of the lower level performance 
trade-offs [6, 15], eventually even with the addition of 
information about variability effects [16-18]. 
All these circuit design methodologies try to exploit the 
bottom-up information transmission of accurate performance 
trade-offs of lower level sub-blocks. However, in the few 
cases where some kind of RF circuit has been reported [6, 13], 
approximate analytical models or -models for inductors were 
used. This means that the accuracy potential of these 
methodologies was dramatically diminished due to the errors 
in the inductor performance evaluations. 
To the best of the authors’ knowledge, the work reported in 
this paper is the first one to bring the generation of accurate 
(EM simulation) performance trade-offs down to the device 
level, i.e., the inductors, and to apply them for RF circuit 
design. This provides the RF circuit designer with a design 
strategy with EM simulation accuracy that has not been 
proposed before. When compared to all previous online 
approaches, the proposed approach dramatically improves the 
optimization results and reduces redesign iterations, since 
accurate EM-simulated devices are used for circuit design. 
When compared with the online approach in [10] (that does 
use EM simulation), the proposed approach is much faster, as 
no EM simulation is performed during the circuit sizing and, 
more efficient, as non-optimal inductors are not explored 
during the circuit sizing. Furthermore, the risk of wrong 
convergence due to model errors is eliminated and does not 
suffer from the scalability problem with the number of 
inductors/transformers in the circuit. 
The rest of this paper is structured as follows. The two-step 
methodology is sketched in Section II. The device-level 
optimization and the circuit-level optimizations are described 
in Sections III and IV, respectively. Both single-objective and 
multi-objective optimization examples of an LNA that 
demonstrate the benefits of the methodology, including the 
generation of different trade-offs for the LNA performances, 
are given in Section V. This section also demonstrates the 
advantages of the proposed approach over conventional 
design methodologies. Finally, conclusions are drawn in 
Section VI. 
II. OFFLINE DESIGN METHODOLOGY 
A. Optimization approach 
The RF design problem is defined as an optimization 
problem, mathematically formulated as: 
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where x is a vector with p design variables, restricting each 
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design variable between a lower limit ( Lix ) and an upper limit 
( Uix ). The functions ( )jf x , with 1 j n  , are the objectives 
that will be optimized, where n is the total number of 
objectives. The functions ( )kg x , with 1 k m  , are design 
constraints. 
If 1n   then the optimization problem is single-objective, 
and, if 1n  , it is multi-objective. Whereas the solution to 
the former is a single design point, the solution to the latter is 
a set of design solutions, i.e., the Pareto set, exhibiting the best 
trade-offs between the objectives, i.e., the Pareto Optimal 
front. Correspondingly, two classes of optimization algorithms 
exist for these problems: single-objective and multi-objective. 
In this work, the Particle Swarm Optimization (PSO) 
algorithm [19] is used for single-objective optimization of RF 
circuits. In PSO, solutions are represented by particles 
(analogous to individuals in evolutionary algorithms) that 
have a position and a velocity (providing the position of the 
particle at the following iteration). Each particle velocity is 
updated with a combined influence of its own inertia, its 
historical best position and the position of the best 
neighboring particle. 
The population-based evolutionary optimization algorithm 
NSGA-II [20] was selected as multi-objective optimization 
algorithm in our approach. NSGA-II is based on the concept 
of dominance and Pareto ranking, and the result of the 
algorithm is a non-dominated set of points of the feasible 
objective space, i.e., the Pareto-optimal front. NSGA-II has 
been used for both the generation of Pareto fronts of inductors 
and the multi-objective optimization of LNAs in case that 
trade-offs of their performances are to be studied. 
All practical RF design problems are constrained 
optimization problems, as shown in equation (1). NSGA-II 
was designed to handle constrained multi-objective 
optimization problems. However, the standard PSO algorithm 
was designed to only deal with unconstrained optimization 
problems. Therefore, a tournament selection method has been 
implemented in PSO to handle design constraints [21]: 
a) If two unfeasible solutions are compared, the one with 
the smallest constraint violation is selected. 
b) If one solution is feasible and another one is 
unfeasible, the feasible one is selected. 
c) If two feasible solutions are compared, the one with 
the best objective function is selected. 
B. Proposed design methodology 
 For a better introduction of the proposed design 
methodology, Fig. 1 shows the flow diagram of a 
conventional optimization-based online design methodology. 
The optimization problem is solved by an iterative loop 
between an optimization algorithm (single-objective or multi-
objective) and a performance evaluator (analytical equations 
or RF simulators in most approaches, exhibiting a different 
efficiency-accuracy trade-off). At each iteration, the 
optimization algorithm generates new sets of design variables: 
transistor sizes (width and length), resistor and capacitor 
values, and inductor parameters (inductance, L , and quality 
factor, Q ), or sizes (number of turns, N , inner diameter, inD , 
turn width, W , turn spacing, s ). As detailed parasitic 
extraction of inductors via EM simulation is not a viable 
option, most reported approaches use an equivalent circuit, 
e.g., a -model, commonly with analytical equations relating 
the model parameters and the inductor sizes. The performance 
evaluator provides values of the RF circuit performances for 
each set of design parameters, e.g., gain, noise figure or power 
for a low-noise amplifier. 
The differences with the proposed methodology can be 
appreciated in the flow diagram in Fig. 2. The methodology 
 
Fig. 1.  Flow diagram of a conventional online design methodology. 
 
Fig. 2.  Flow diagram of the proposed two-step methodology. 
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applies a simulation-based optimization loop. The use of 
circuit simulation provides a good accuracy in acceptable 
computation times, small enough to be reasonably included in 
an iterative loop. A major novelty of this methodology is that 
inductors are selected from a pool of optimized devices, a 
previously generated POF, instead of using their geometric 
variables. The inductors of this POF show the best trade-offs 
between inductance value, quality factor and occupied area for 
the selected technology. Furthermore, the performance of such 
inductors has been evaluated with EM simulation, an option 
that would have been infeasible if inductor geometries had 
been design variables at the circuit level. 
As shown in Fig. 2, it is a two-step process: 1) Inductor 
POF generation, and 2) Circuit optimization. The first step 
corresponds to the flow presented in [11] and consists in the 
generation of the POF of inductors; it takes the longest time 
since EM simulation is used, but it is done before any circuit 
optimization (offline optimization), and once the POF is 
generated, it can be reused as many times as required in any 
RF circuit optimization or simulation in the same technology. 
In the second step, an optimization algorithm and a 
performance evaluator of the RF circuit are used to 
maximize/minimize one or more objectives under a set of 
constraints; the main difference with traditional approaches is 
that inductors are selected from the POF (i.e., EM-simulated). 
Their performances are incorporated into the evaluator as S-
parameter matrices.  
This new methodology is independent of the algorithm used 
to optimize the RF circuit performances; therefore, it can be 
single-objective or multi-objective. In both cases, the obtained 
results will already consider the impact of the parasitic effects 
of inductors at high frequencies, drastically reducing redesign 
cycles. The possibility of using multi-objective algorithms is 
also interesting because it allows to study the design trade-offs 
of RF circuits.  
III. INDUCTOR FRONT GENERATION 
As shown in Fig. 2, the first step of our approach is to 
generate a Pareto front of inductors with optimal trade-offs 
between inductance, quality factor and area. To obtain this 
information, we used the multi-objective optimization 
algorithm NSGA-II and the electromagnetic simulator 
Momentum as performance evaluator. Inductor variables are 
the number of turns ( N ), the inner diameter ( inD ), the width 
of turns (W ) and the turn spacing ( s ). The ranges of 
geometric parameters used in the experimental results in this 
paper are shown in Table I and were set to allow a wide 
exploration of the design space. Spacing between turns was 
fixed in this case to the minimum value allowed by the 
technology process, as no improvement was expected from a 
larger spacing. 
The optimization algorithm was configured to maximize L  
and Q  at the operating frequency (2.45GHz), and minimize 
the area of the inductors while satisfying some constraints; 
hence, the optimization problem is formulated as follows: 
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The first constraint limits the maximum area of each 
inductor to a reasonable upper size of 400μm 400μm . 
Obviously, EM simulation is not performed if the area 
constraint is violated. The following three constraints 
guarantee sufficiently flat inductance behavior up to the 
operating frequency, and, finally, the last constraint 
guarantees that the quality factor is still growing at the 
operating frequency and, therefore, the self-resonance 
frequency ( SRF ) is sufficiently above it (otherwise, 
determination of the SRF  would require EM simulation at 
numerous frequency points). In this way, the inductors can be 
optimized by performing electromagnetic simulation at just 
four frequency points. Additionally, adaptive mesh for EM 
simulation, parallelization of the evaluation process, and 
adaptive stopping criteria for the algorithm were used to 
improve the computation time vs. accuracy trade-off of this 
optimization loop [11]. 
The inductor POF in Fig. 3 was generated for a 0.35-m 
CMOS technology, and contains 1000 asymmetric spiral 
square inductors intended to operate at 2.45GHz. The 
generation of this front takes approximately 7 days (wall clock 
time) in a computer with 2 CPU Intel(R) Xeon(R) E5-2630 v2 
@ 2.60GHz with 12 cores. However, it has to be considered 
that this is a one-time investment, it can be generated much 
before it is needed as it does not require any information on 
the RF circuit topology in which it will be inserted or the 
circuit performance specifications. 
The inductor POF shows the best trade-offs among L , Q  
and Area. However, although these performances are 
TABLE I 
DESIGN VARIABLES FOR INDUCTOR POF GENERATION 
Parameter Minimum Maximum 
N 1  10 
W 5 μm 100 μm 
Din 10 μm 390 μm 
s 2.5 μm 2.5 μm 
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appropriate for inductor performance optimization, they are 
not suited for circuit performance evaluation in RF design. 
Therefore, the inductors of the POF are EM-simulated and 
their S-parameters are obtained for a wide range of 
frequencies. The S-parameter matrices can be used for 
evaluation of circuit performances in RF circuit simulators 
such as HspiceRF and SpectreRF.  
Special attention deserves the use of the inductor POF as 
inductor search space in LNA sizing. Such Pareto fronts 
involve a set of samples with a certain tuple (inductance L , 
quality factor Q , Area ). Such tuple cannot be efficiently 
used as design variables since their values are not regularly 
distributed, and it would be difficult to apply the operators 
used by the optimization algorithms. Therefore, our approach 
is to assign each point of the Pareto front a set of coordinates 
representing its position in each design objective. Since the 
POF determines the area for the L  and Q  values of each 
optimized inductor, a pair of indexes is enough to properly 
identify each point of the POF. The process is done as 
follows: 
  Sample points of the POF are grouped according to their 
value of the first design objective ( L ) and the first 
coordinate is assigned to them. 
  Points in each one of these groups are grouped again 
according to the value of the second design objective 
( Q ) and the second coordinate is assigned to them. 
An example is represented in Fig. 4, where a 3-objectives 
inductor POF is projected down using two coordinates (i,j). 
These coordinates can later be used as design variables in the 
LNA optimization process. This sorting strategy ensures an 
efficient exploration of the POF by the optimization 
algorithm. 
IV. LNA OPTIMIZATION 
Although the general methodology introduced in Section II 
is applicable to any RF circuit problem, low noise amplifiers 
are considered in this section as a reference circuit. This 
Section describes the LNA performances that can be 
considered, their simulation tools and an efficient technique to 
calculate the usually expensive third-order input intercept 
point. 
The LNA performances that have to be considered during 
the design process are: 
  Noise figure ( NF ). 
  Gain ( 21S ) 
  DC power ( dcP ). 
  Third-order input intercept point ( 3IIP ), which accounts 
for the nonlinearity. 
  Input and output matching (S11 and S22, respectively). 
  Stability factor ( K ) 
  Area occupation. 
In case a single-objective optimization algorithm is 
selected, then only one of these performances (or a 
combination of several ones, e.g., a weighted addition) is 
maximized/minimized and constraints can be imposed for any 
of them. If multi-objective optimization is used, then two or 
more performances can be maximized/minimized and it is 
possible to impose constraints in any performance of the 
previous list. 
A. Evaluation of LNA performances 
SpectreRF is used to evaluate the LNA performances. The 
power consumption of the circuit is extracted from a dc 
analysis. The S-parameter analysis provides the gain, input 
and output matching, whereas the noise analysis provides the 
noise figure NF  of the LNA at the required frequencies. The 
K  factor can be calculated from the S-parameters of the LNA 
as follows: 
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  (3) 
where 
 
11 22 12 21S S S S   (4) 
Finally, the total area of the circuit can be estimated from 
the sum of the areas of all components. Although this 
estimated area is not the real area of the LNA, it becomes 
apparent that the real area is proportional to the estimated one. 
As the area of different LNA solutions must be compared 
 
Fig. 4.  Illustrating the sorting strategy for the POF of inductors. 
 
Fig. 3.  Pareto-optimal front of 1,000 asymmetric square inductors. 
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during the optimization process, the estimated area is perfectly 
suited to this goal. 
B. Efficient IIP3 calculation 
While previous LNA performances can be evaluated quite 
efficiently by a RF simulator (efficiently enough to be 
included in an iterative loop), this is not the case with the 
3IIP . This may be the reason why specifications for 3IIP  are 
usually avoided in reported optimization approaches [3]. 
Some authors have used equation-based approaches to obtain 
just an estimated (but inaccurate) value [8]. 
Usually, the 3IIP  is calculated using a graphical method 
that depicts the intercept point based on measurements of the 
fundamental and third–order intermodulation distortion 
amplitude ( 3)IM  for an input power sweep (when two 
sinusoids with close frequencies, well within the bandwidth of 
the circuit, are applied at the input) [22]. Thus, since the input 
power must be swept, automating this measurement takes long 
computation times. Besides, it is a complicated process since 
linearity above the 1dB compression point (CP1dB) is seriously 
affected, as seen in Fig. 5. Then, selecting the best input 
power points to determine the 3IIP  is not trivial and varies 
for each sized design. An approach that would avoid this 
problem would be to calculate the 1dB compression point and, 
then, obtain the 3IIP  from the intersection of the 
extrapolated 1dB/dB and 3dB/dB straight lines for an input 
power between 15dB and 25dB below the CP1dB. However the 
calculation of the CP1dB also implies that the input power must 
be swept. 
The method used in this work to efficiently include the IIP3 
in our optimization flow is based on the fact that the 3IIP  is 
directly related to the dc power consumption, dcP  [23]. Then, 
once dcP  is determined for an actual design, the 3IIP  is 
calculated using a single input power well below dcP  so that it 
is in the linear region. In our approach we determine that 
60dB below dcP  guaranteed a linear relationship between 
input and output power. Using this method, we reduce 
considerably the computation time for the 3IIP  measurement 
and it can be efficiently included as a performance in the LNA 
optimization. 
V. EXPERIMENTAL RESULTS 
This section illustrates the application of the new 
methodology to the single-objective and multi-objective 
optimization of LNAs and compares the results with a 
conventional online technique. 
The experiments were performed for the LNA topology 
shown in Fig. 6 in a 0.35-m CMOS technology intended to 
operate at the frequency band 2.4GHz-2.5GHz, and with 
supply voltage 1.5VddV  . Notice that the methodology itself 
is independent of the topology and technology. A change of 
LNA topology reduces to its plain description for the RF 
circuit simulator at hand and the corresponding definition of 
design parameters. Selection of the technology process in 
these experiments was only motivated by the availability of 
foundry data for EM simulation. 
A. Single-objective offline optimization of LNAs 
The first example uses the single-objective PSO algorithm 
to minimize the area of the LNA while the main performances 
of the LNA are set as constraints (see second column in Table 
II). RF transistors in this technology process have a fixed 
length ( 0.35μml  ) and the width of the transistors is given 
by the number of fingers ( )NG , where the finger width can 
be set to 5μm or 10μm. In this case, the finger width is set to 
5μm enabling a smaller search grid in the design space 
exploration. Inductors can be selected from the POF in Fig. 3. 
The ranges of all variables are summarized in Table III (see 
OFFLINE column). The area is estimated as the sum of the 
areas of the individual devices (directly obtained for 
capacitors and transistors and provided by the Pareto front for 
inductor samples).  
After 2000 generations with 24 particles, the PSO algorithm 
has converged to a solution. Since this is a stochastic process, 
the optimization was run 10 times with different seeds. 
Performance values for one of these LNA circuits are shown 
in Table II (OFFLINE column). Fig. 7 shows the simulation of 
the performances of this LNA as a function of frequency, 
whereas Table IV shows the values of the circuit components 
(OFFLINE row). The plot of the K factor in Fig. 7(a) shows a 
good stability of the LNA for all frequencies. Plots of 11S  and 
 
 
Fig. 5.  Graphical illustration of the IIP3 calculation. 
 
Fig. 6.  Single-ended LNA topology used for the experimental results. 
This is the author's version of an article that has been published in this journal. Changes were made to this version by the publisher prior to publication.
The final version of record is available at  http://dx.doi.org/10.1109/TCAD.2016.2564362
Copyright (c) 2016 IEEE. Personal use is permitted. For any other purposes, permission must be obtained from the IEEE by emailing pubs-permissions@ieee.org.
 7
22S  guarantee a good input and output matching whereas the 
plots of 21S  and NF show a well-behaved gain and noise 
figure around the frequencies of interest. 
As stated above, the optimization algorithm was run 10 
times. In all cases, the optimization constraints were met 
whereas different final values of area were obtained, whose 
statistical analysis is shown in Table V (OFFLINE row). 
The LNA optimization (without the inductor POF 
generation) takes an average of 1.09 hours of CPU time in the 
same computer used for the inductor POF generation (the 
CPU time figure includes the addition of the CPU time spent 
in different processor cores, hence, the wall clock time can be 
reduced according to the number of cores used). It is 
important to remember that a new optimization of an LNA for 
different specifications does not require the generation of a 
new POF for the inductors, therefore the time above (~1 hour) 
is the real time on a practical application of the methodology 
for another circuit or a new set of specs. 
It is interesting to study the effect of the indexing 
mechanism introduced in Section III. The blue continuous 
lines in Fig. 8 represent the evolution of the objective (area of 
the LNA) of the best solution vs. the number of iterations 
along 10 executions of the PSO algorithm using the indexing 
mechanism in Section III to select the inductors from the 
Pareto front. The plots do not start at the same iteration 
number since the objective is not plotted if any constraint is 
violated. If 10 executions are performed with the same PSO 
algorithm but with a random indexing of the solutions of the 
inductor front, then no execution is able to get a feasible 
solution after 2000 iterations. If a more sophisticated indexing 
is used, e.g. for each inductor all the remaining inductors are 
sorted according to their Euclidean distance, then, only one 
execution is able to find a feasible solution before 2000 
iterations (shown in red discontinuous line in Fig. 8). Hence, 
the indexing strategy used for the inductors of the Pareto front 
shows clear advantages to alternative techniques. 
B. Comparison to conventional single-objective online 
optimization of the LNA 
The offline methodology applied above is now compared 
with a conventional online optimization method. The 
optimization conditions (objective, constraints, number of 
particles and generations) are the same as the experiment of 
the previous section and so are the design variables for 
capacitors and transistors. Two alternative design variable sets 
could be used for the inductors:  
(a) L  and Q values, or  
(b) geometric design variables.  
 
 
TABLE II 
PERFORMANCES OF LNA CIRCUITS OBTAINED IN SINGLE-OBJECTIVE 
OPTIMIZATION 
Performance Specifications ONLINE OFFLINE 
S21 (dB10) > 17 17.12 17.1 
S11 (dB10) < -10 -10.84 -16.42 
S22 (dB10) < -10 -20.79 -21.24 
NF (dB20) < 3.5 3.28 3.42 
Pdc (mW) < 7.8 7.77 7.74 
IIP3 (dBm) > -10 -5.53 -6.12 
K > 1 10.34 9.36 
Area (μm2) Minimize 1.25x105 5.50x104 
 
TABLE III 
DESIGN VARIABLES FOR SINGLE OBJECTIVE OPTIMIZATION 
Component ONLINE OFFLINE 
M1, M2 1 < NG < 120 1 < NG < 120 
C1, C2, C3 100fF < C < 5pF 100fF < C < 5pF 
Ls, Lg, Lb, Ld 
1< N <10 
5μm < W < 100 μm 
10 μm < Din < 390 μm  
Indexes of Inductor POF 
Vb 0.5V < Vb < 1.5V 0.5V < Vb < 1.5V 
 
 
(a) 
 
(b) 
Fig. 7.  (a) Performances of the LNA circuit obtained by offline single-
objective optimization. b) IIP3 curves for this LNA. 
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The former alternative has lower accuracy, area cannot be 
estimated and the inductors still have to be sized after the 
optimization process. Therefore, the number of turns, turn 
width and inner diameter are used as inductor design 
variables. The inductors are modeled by the -model whose 
elements are defined in terms of geometric variables as 
described in [24] [25]. The ranges of geometric variables for 
inductors were set as indicated in Table III (ONLINE column) 
and the same maximum area constraint was applied to the 
inductors. 
As in the previous experiment, the optimization process 
was run 10 times with different seeds. In one occasion, PSO 
could not find an LNA design that fulfilled the constraints. 
The statistical analysis of the results obtained for the other 
runs are shown in Table V (ONLINE row).  
The LNA performance values obtained for one of the 
successful nine executions are included in Table II (ONLINE 
column) whereas Table IV shows the values of the circuit 
components (ONLINE row). Fig. 9 shows 11S , 22S , NF and 
K of this LNA as a function of frequency (solid line), 
whereas Fig. 10 shows its 3IIP  graphical calculation. Both 
graphs illustrate that the LNA behaves as expected in all the 
frequency range, fulfilling all constraints. The LNA designs 
obtained in the 9 executions fulfill all performance 
constraints. However, the occupied area in each one of those 9 
cases is larger than the area of any of the LNA designs 
obtained using the offline methodology, as shown in Table V. 
The big area difference can be rooted to the fact that the 
conventional online methodology explores the complete 
TABLE IV 
COMPONENTS VALUES FOR THE LNA CIRCUITS INCLUDED IN TABLE II (FOR BOTH OFFLINE AND ONLINE SINGLE-OBJECTIVE OPTIMIZATION). 
 WM1 WM2 Vb C1 C2 C3 Ls Lg Lb Ld 
OFFLINE 600μm 445μm 729mV 1.59pF 105.9fF 481fF 
N = 1 
Din=10μm 
W=5μm 
N = 5 
Din=23μm 
W=5.05μm 
N = 3 
Din=98μm 
W=7.75μm 
N = 6 
Din=53μm 
W=5.05μm 
ONLINE 370μm 450μm 781mV 3.47pF 100.3fF 561.4fF 
N = 1 
Din=10μm 
W=6.15μm 
N = 6 
Din=104μm 
W=5μm 
N = 9 
Din=38μm 
W=5μm 
N = 3 
Din=180μm 
W=7.7μm 
 
Fig. 9.  Performances of the LNA circuit obtained with online single-
objective optimization in Table IV simulated with the -model parameter 
for inductors (solid lines) and EM-simulated inductors (dotted line). 
 
 
 
Fig. 10.  IIP3 curves of the LNA circuit obtained with online single-
objective optimization in Table IV simulated with the -model parameter 
for inductors. 
 
TABLE V 
STATISTICAL RESULTS OF LNA AREA OBTAINED IN DIFFERENT RUNS OF 
SINGLE-OBJECTIVE OPTIMIZATION FOR BOTH OFFLINE AND ONLINE 
METHODOLOGIES 
Methodology Mean (μm2) Worst (μm2) Best (μm2) 
OFFLINE  7.05x104 9.94x104 4.87x104 
ONLINE 1.33x105 1.91x105 1.10x105 
 
Fig. 8  Area results vs. number of iterations for 10 executions of three 
different indexing techniques. 
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search space of inductors whereas the proposed offline 
methodology only uses area-optimized inductors for the 
selected L-Q tuples. 
In order to provide a fair comparison with the offline 
methodology, the inductors selected for the previous LNA 
obtained with the online methodology are EM simulated and 
their S-parameter matrices are incorporated into the LNA 
netlist. Then, the LNA is simulated again and its performances 
calculated for a wide range of frequencies. In this way, LNA 
performances are calculated with the same accuracy than the 
offline methodology. The results are included in Fig. 9 (dotted 
lines). As it can be observed, the LNA no longer fulfills the 
constraints imposed for the input matching. 11S  is clearly 
degraded, with a value above the specified constraint around 
the operating frequency. Other performances of the LNA 
circuit are also affected, especially 22S , as can be observed in 
Fig. 9, although they still fulfill constraints. If inductance and 
quality factor of the inductors at the operating frequency are 
compared, significant differences between the values provided 
by the -model and those provided by EM simulation appear, 
especially for inductors bL and gL in Fig. 6, hence, explaining 
the larger deviations in the input matching. 
Therefore, this implies that a new design iteration is 
required to improve the input matching. Moreover, the 
number of redesign iterations until specifications are fulfilled 
is unpredictable. 
The same accurate EM simulation of the final results 
provided by the other runs of the optimization algorithm 
provides the statistical results shown in Table VI. Not only the 
resulting area is much larger than in the offline case, but none 
of the results of the 10 runs satisfy the performance 
constraints when accurate EM simulation is used for the 
inductors. Therefore, redesign iterations become mandatory. 
On the other hand, optimization times are very similar, with 
a CPU time of 1.08 hours for a single optimization run. This 
example clearly demonstrates the benefits of the methodology, 
where the undesirable redesign iterations common in RF 
circuit design have been avoided, as well as much better 
optimization results in terms of area occupation for a similar 
computation time are obtained. 
C.  Multi-objective optimization 
The offline methodology can also be used to explore the 
trade-offs between the performances of an LNA by using a 
multi-objective optimization algorithm. Indeed, the first step 
of the methodology, the inductor POF generation, does not 
have to be performed, but the POF in Fig. 3 is used again. The 
design variables for the multi-objective optimization 
algorithm are the same as for the PSO algorithm in Section 
II.A and shown in Table III (OFFLINE column). We can 
define two or more objectives to be optimized, depending on 
the trade-offs to be explored, subject to the required design 
constraints. The result is a POF of LNA designs that meet 
specifications and whose objective performances provide the 
best trade-offs between them, enabling RF designers to know 
the price to pay for improving certain performance of the 
LNA.  
The LNA Pareto fronts obtained with a population of 1000 
individuals after 300 generations for three different trade-offs, 
21 .  . dcS vs Area vs P , 21 .  . dcS vs NF vs P and  .  . dcNF vs Area vs P , 
are shown in Figs. 11, 12, and 13, respectively. The objectives 
and constraints for these experiments are shown in Table VII. 
In the three examples, the Pareto optimal fronts provide 
designers with fully-sized designs incorporating EM-
simulated inductors, giving them the possibility to select the 
design that better suits their needs. They can also be used for 
hierarchical bottom-up design of RF subsystems. 
TABLE VI 
STATISTICAL ANALYSIS OF THE PERFORMANCES OF LNA CIRCUITS OBTAINED 
IN SINGLE-OBJECTIVE ONLINE OPTIMIZATION AFTER ACCURATE EM 
SIMULATION OF INDUCTORS 
Performance Specifications Mean Worst Best 
S21 (dB10) > 17 16.28 12.26 17.32 
S11 (dB10) < -10 -8,94 -6.76 -14.63 
S22 (dB10) < -10 -20.87 -12.00 -29.33 
NF (dB20) < 3.5 3.19 3.31 3.06 
Pdc (mW) < 7.8 7.92 9.59 7.68 
IIP3 (dBm) > -10 -4.58 -5.48 -0.98 
K > 1 11.86 8.81 21.81 
Fig. 11.  LNA Pareto-optimal front 
21
 .  . 
dc
S vs Area vs P . 
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In order to compare the advantages of our approach with 
the online methodology using multi-objective algorithms, we 
perform the same experiment of Fig. 11 but using the -model 
for the inductors, as it was done in Section V.B for the single-
objective optimization. Fig. 14 shows a comparison between 
both results. Similar to the result with PSO, it is observed that 
the LNAs designs obtained in offline optimization reach 
similar performances but smaller areas than the LNAs 
obtained with online optimization.  
As it was done in Section V.B for the single-objective 
experiment, the inductors of all LNAs of the online POF of 
Fig. 14 are EM-simulated and the LNAs performances are 
therefore re-calculated with higher accuracy. Results are 
illustrated in Fig. 15. After re-simulation, 710 out of the initial 
1000 LNA designs do not fulfill the design constraints 
initially imposed because their performance values have 
changed. This means that more than two thirds of the designs 
are useless. Table VIII summarizes these results, indicating 
the number of LNA designs that do not fulfill each constraint. 
Furthermore, if the coverage set metric [26] is applied 
between the offline POF in Fig. 11 and the re-simulated online 
POF in Fig. 15, results show that 100% of the designs of the 
online POF are dominated by designs obtained by the offline 
POF (this implies that for every point/design of the online 
POF there is at least one point/design of the offline POF with 
strictly better performances). These results clearly illustrate 
the advantage of using the offline methodology against 
conventional online methodologies.  
On the other hand, the CPU time needed to generate the 
1000 LNA designs of a Pareto-Optimal Front is 4.77 hours for 
the online case and 4.76 hours for the offline case in the same 
computer used for our previous experiments. It might seem 
surprising that the total CPU time is not much different from 
the single-objective optimization presented above, whereas 
the total number of simulations is much larger in NSGA-II 
(1,000 300 300,000  ) than in PSO ( 24 2,000 48,000  ). 
 
TABLE VII 
OBJECTIVES AND CONSTRAINTS FOR THE LNA TRADE-OFFS 
Performance 21  . Area . dcS vs vs P  21  .  . dcS vs NF vs P   .  . dcNF vs Area vs P  
S21 (dB10) 
Maximize 
> 10* 
Maximize 
> 10* 
> 10 
S11 (dB10) < -10 < -10 - 
S22 (dB10) < -10 < -10 < -10 
NF (dB 20) < 3.5dB Minimize Minimize 
Pdc (mW) Minimize Minimize Minimize 
IIP3 (dBm) > -10 > -10 > -10 
K > 1 > 1 > 1 
Area (μm2) Minimize - Minimize 
*  In this case, S21 is both an objective and a constraint. 
TABLE VIII 
NUMBER OF LNA DESIGNS OF THE ONLINE EM-RESIMULATED POF THAT 
DO NOT FULFILL CONSTRAINTS. 
Performance Constraint Value No. of LNA Designs 
ALL - 710 
S21 (dB10) > 10 86 
S11 (dB10) < -10 562 
S22 (dB10) < -10 143 
NF (dB 20) < 3.5dB 456 
IIP3 (dBm) > -10 0 
K > 1 0 
 
Fig. 13.  LNA Pareto-optimal front  .  . 
dc
NF vs Area vs P . 
 
Fig. 14.  
21
.  . 
dc
S vs Area vs P trade-off comparison: offline vs online 
optimization.  
Fig. 12.  LNA Pareto-optimal front 
21
 .  . 
dc
S vs NF vs P . 
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However, it has to be considered that, in our implementation, 
we are not performing a separate simulation for each 
candidate solution in each generation, but we are taking 
advantage of the identical circuit topology of each solution. 
Then, circuit variables are included in the simulation as 
parameters which are iteratively substituted in the circuit. This 
allows a dramatic increase of efficiency using an electrical 
simulator like SpectreRF. This increase in efficiency is much 
more noticeably when the number of candidate solutions 
increases. Therefore, the simulation cost per solution in 
NSGA-II, where 1000 LNAs are evaluated at each generation, 
is considerably smaller than in PSO, where only 24 LNAs are 
evaluated at each iteration.  
VI CONCLUSIONS 
A new automatic design methodology for RF circuits has 
been presented that allows the use of EM characterization for 
inductors. The methodology is a two-step process: the Pareto-
optimal front of inductors is first obtained using EM 
simulation, process that is executed only once. Then, these 
inductors, which show the best trade-offs between Q, L and 
area, are used for the circuit optimization. Inductors are 
selected from the POF by using an indexing strategy and 
incorporated into the circuit netlist using 2-port blocks where  
their S-parameter matrices are stored. This enables the first 
design methodology that is able to design RF circuits with EM 
accuracy in a matter of minutes. Moreover, such approach 
eliminates the classical redesign iterations, a recurring goal at 
major semiconductor roadmaps. Experimental results also 
show a dramatic improvement on the performance objectives 
obtained due to the decoupling of the optimization tasks. The 
methodology has been demonstrated with both single-
objective and multi-objective LNA optimization problems, for 
which an efficient approach for IIP3 calculation has been 
developed. In the latter case, trade-offs of LNA performances 
are obtained that allow the RF designer to have an in-depth 
knowledge of the topology used in a very short time. 
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